Safety Information

>All electrical work must be undertaken by
a qualified contractor to ensure compliance
with latest edition BS7671 and IEE/IET wiring
regulations.

> Before installing a LED NCF Luminaire or doing
any maintainance, ensure power supply is turned
off at the circuit breaker or fuse box.

> This product is designed for permanent
connection to fixed wiring; the circuit should be
protected with the appropriate MCB or fuse.

Environment

>Please DO NOT dispose of electrical items or
packaging as unsorted waste. Use the recycling
facilities provided by your local authorities.
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2ft 600 100 85
4ft 1200 100 85
5ft 1500 100 85
6ft 1800 100 85

Important Warranty Information

The LED NCF Luminaire has a 3 year warranty,
which can be extended free of charge to 5 years by
registering online via the website address below.

The registrant must provide the product part number
and date of manufacture, which can be found on the
label attached to the luminaire housing.
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LED NCF LUMINAIRE INSTALLATION GUIDE

Part Number

Description

NET-41-11-01 Tri-colour 2ft 14/20W - Standard
NET-41-12-01 Tri-colour 2ft 14/20W - Emergency
NET-41-11-03 Tri-colour 4ft 24/40W - Standard
NET-41-12-03 | Tri-colour 4ft 24/40W - Emergency
NET-41-12-04 | Tri-colour 4ft 24/40W - Self Test EMG
NET-41-11-20 Tri-colour 4ft 40W - Dimmable
NET-41-12-09 | Tri-colour 4ft 40W - Dimmable EMG
NET-41-11-05 Tri-colour 5ft 48/60W - Standard
NET-41-12-05 Tri-colour 5ft 48/60W - Emergency
NET-41-12-06 Tri-colour 5ft 48/60W - Self Test EMG
NET-41-11-12 Tri-colour 5ft 60W - Dimmable
NET-41-12-12 Tri-colour 5ft 60W - Dimmable EMG
NET-41-11-1 Tri-colour 6ft 62/80W - Standard
NET-41-12-11 Tri-colour 6ft 62/80W - Emergency
NET-41-12-13 Tri-colour 6ft 62/80W - Self Test EMG
NET-41-11-21 Tri-colour 6ft 75W - Dimmable
NET-41-12-15 Tri-colour 6ft 75W - Dimmable EMG

SUPPLY/EARTH CLASS

220-240V AC 50/60 Hz @

Fig.1 Mains Input Termination
Luminaire

Class |
Mains Supply
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(SL) o @ @ mmmmm Switched Live (Brown)

(L) =esssm @ @ == Unswitched Live (Black)

(L) Additional terminal if required for Emergency Kit.
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