Safety Information

> All electrical work must be undertaken by
a qualified contractor to ensure compliance
with latest edition BS7671 and IEE/IET wiring
regulations.

> Before installing a LED Bollard or doing any
maintainance, ensure power supply is turned
off at the circuit breaker or fuse box.

> This product is designed for permanent
connection to fixed wiring; the circuit should be
protected with the appropriate MCB or fuse.

Environment

> Please DO NOT dispose of electrical items or
packaging as unsorted waste. Use the recycling
facilities provided by your local authorities.

PRODUCT DIMENSIONS

Dimensions 2160 1000 All units
are in mm

Important Warranty Information

The LED Bollard has a 3 Year Warranty.

The registrant must provide the product part
number and date of manufacture, which can be
found on the label attached to the Luminaire
housing along with the original invoice.
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LED BOLLARD INSTALLATION GUIDE

Part Number Description

NET-53-14-02 | Domed Top Bollard

NET-53-14-06 | Flat Top Louvre Bollard

NET-53-14-04 | Domed Top Bollard - Photocell

NET-53-14-11 Flat Top Louvre Bollard - Photocell

NET-53-14-08 | Root Mounting Kit
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Optional root mount
kit for soft ground

M10 floor mounting bolts to be selected by
installer to suite solid floor surface type.

SUPPLY/EARTH CLASS
220-240V AC 50/60Hz
Fig.1 Mains Input Termination Class |
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